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General Purpose Pressure Transduce

WH131 series features stability and accuracy in a variety
of enclosure options. WH131 pressure sensor is designed to
work well for measuring all kinds of air, liquids, gas, fluids,
even though weak-corrosive media under all-weather
environments. The sensor is electron beam welded to a
pressure fitting of stainless steel, which provides excellent
overpressure capability and outstanding durability in the
presence of shock and vibration.

WHsensors’s Sensor can be designed with a variety of
China and international threads,pressure sensors can be
customizedto exact customer specifications to ensure
products plug-in to existing designs or make a simple transition
for new ones.

eGauge, Absolute, Vacuum ,Compund Pressure Models Available
¢ High Strength Stainless Steel Construction

e Wide Variety of Media Compatibility

e Excellent long-term stability for High Shock and Vibration

e Custom pressure ranges&Pressure connection available

e Standard signal 4...20 mA for connection to automation-systems
e Plug for quick installation and service

e Compact design

¢ Broad Temperature Capability

1400
e All-welded pressure construction a

® Ranges 30 psi through 20,000 psi < 1000
e Diagnostic rails g

g 800
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® Test Stands 3 200

e Autoclave 0
® Pressure Instrumentation

e Energy Industry

e Construction Machinery
 Railroad/Transportation

e Compressor Control

* HVAC and Refrigeration

e Agricultural Implements

® Process Automation and Control
e Hydraulic & Pneumatic Sensing
© Pump Monitoring

* Barometric Correctors

All specifications are subject to change without notice.
All sales subject to standard terms and conditions.
© 2012 WHsensors Ltd., Rev. 04/22
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Power Supply Voltage vs. Loop Resistance
(4-20mA ONLY)
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Loop Supply Voltage (Vdc)
[LSV]

dcMIN =9V +[0.022A X (Rd]
R. =Rs+Rw

R, =Loop Resistance (Q )
Rs =Sense Resistance (Q)
R =Wiring Resistance (Q)
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Material Process fitting:

Accuracy:

‘Media Temperature :
Ambient Temperature :

Storage temperature
Compensated temperaturs
Thermal Effect:

Supply Voltage:

Output Signal:
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Compatible gases vapours and liquids.
Vacuum up to 2000 bar (29000 psi)

Type 316L Stainless steel.

Type 304 Stainless steel

standard: < + 0.5 % FSO

option 1: < +0.25 % FSO

option 2: < +0.1% FSO

(Includes linearity, hysteresis, and repeatability).

-40°C to 125°C (-40 to 257°F)

40 °Cto 85°C(-40 to 185°F)

-40°C to 125°C(-40 to 257°F)

g C (320 176 °F)

40.02% FS/°C. (includes zero and span)

12-36 VDC (for 4-20 mA, 0-5, 1-5, 1-10 VDC outputs Options);
5 VDC 0.5 VDC (for 0.5-4.5 VDC ratio-metric output)

4-20 mA, 0-5 VDC,1-5 VDC, 0-10 VDC, or 0.5-4.5 VDC.

Response Time:
Stabi

Electrical Connections:

Process Connection:

Enclosure Rating:

Mounting Orientation:

Weight:

Approvals:

300 ms

) Plug according to 1SO 4400, plug M12x 1,
cable outlet term sing, Cable, Bendix connector(SPIN,4PIN)
G A, M20 x 15 according to EN 837, G% A inner G% A,customer
% NPT inner % NPT, G1% A, 1% NPT

31655, 17-4 PH'ss

1PS for the mini DIN and NEMA Cable versions

1P67 for IP67 Cable version

1P68 for Submersible versions (max. depth 200meters H.0)

Mount in any position.

10 0z (180 g). Agency
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Wetted part  SUS 304 or SUS316L

i X34

B, HEX™

=
01y
ot
kg

s

HZM construct

% Bendix connector or Gland lead or Cable construct

Note: accordingto the pressure range, output and other special parameters of the transmiter

Al specifcations are subject to change without notice.
Al sales subject to standard terms and conditions.
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Interconnection pos: ies with other WHsernsors products

€

Model WH6
Process indicator

Mobel WH131 Control System Customer PLC
pressure transducer

Measuring ranges

Absolute pressure/Customer

Al specifcations are subject to change without notice.
Al sles subject to standard terms and conditions.
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Ordering Information
Model / Measuring range / Output signal / Power supply / Electrical connection / Medium temperature / Process connection/Accuracy Options

vac-135 0-160
vac-185 0-200
vac-285 0-250

Customer 0-300
0-500
0-600

0-1000

Note:
1. The media should be compatible with the contacted parts;

3. Different cable types and lengths available, price without cable.

4. Contact with us freely If any special requirements on function or specification.

J3=Air outlet Cable
Custom cable lengths
available(Standard:1.5M)

2. The current output versions of the vacuum and compound sensors generate 4 mA at vacuum/zero scale and 20 mA at full scale.

Model Pressure Range Pressure Type Excitation ~ Output Process Connections  Electrical Connection Accuracy  additional options)
(wH131——— [ teBar |- G |—[vi| [ B | —[ ca | [ i | [ e N
WH131= General Purpose vac-0 0-15 G=Gauge V1=24VDC Bl=4-20ma Cl=M20*1.5mm  Ji= Hirschmann Plug P3=0.5% I=Exia Il CT6
Pressure transducer  vac-15  0-30 A= Apusolute V2=12VDC  B2=1-5VDC C2=GY%” according ,plugM12x1 P2=0.3%  E=Anti Virbration
WH131-DZ= Customer vac-45  0-60 S=Vacuum Customer Customer Customer J2= cable outlet terminal P1=0.1%  K=Shock resistance
Pressure transducer vac-85  0-100 housing, Customer Y=Customer request|
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